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TYPE NOMENCLATURE: 

Type Designation for indicator light

           -******
             I II III    IV V  VI VII  VIII IX      X

I Series HW
II Bezel shape

1 ----- Round
2 ----- Square
3 ----- Round with square
4 ----- Round, metal type

III Operator Function
P ----- Pilot light (Indicator Light)

IV Lens shape
1 ----- Flush
2 ----- Extended
5 ----- Extra large dome (for Without transformer, rated 24V type only)

V Body type
                          None -- Standard type 

F ------ finger protection type
J ------ Short-body type 

             VI Terminal configuration
None -- screw terminal type
P ----- Push-in terminal type

VII Applicable transformer
H ----- Primary voltage, 100/110 V
H2 ----- Primary voltage, 115/120 V
M ----- Primary voltage, 200/220 V
M4 ----- Primary voltage, 230/240 V
S ----- Primary voltage, 380 V
T ----- Primary voltage, 400/440 V
T8 ----- Primary voltage, 480 V
Q ----- Without transformer (Direct Type)
RH ----- Without transformer, Primary voltage, 100/110 V or 100/120 V (Resistor Type)
CM ----- Without transformer, Primary voltage, 200/220 V or 200/240 V (Capacitor Type)

VIII Operating voltage for lamp
0 ----- Without lamp
1 ----- LED lamp, 5 V
2 ----- LED lamp, 6 V
3 ----- LED lamp, 12 V
4 ----- LED lamp, 24 V
5 ----- Incandescent lamp, 6 V
6 ----- Incandescent lamp, 12 V
7 ----- Incandescent lamp, 24 V
8 ----- LED lamp, 120 V
9 ----- LED lamp, 240 V
H2 -----LED lamp, 100/120 V
M2 ---- LED lamp, 200/220 V
M4 ---- LED lamp, 230/240 V
D ------- With LED lamp (Direct Type)
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IX Lens color
0 ----- Without lens unit
R ----- Red
G ----- Green
Y ----- Yellow
A ----- Amber
W ----- White
S ----- Blue
PW ----- Pure white
WR ----- Red color LED with white color Lens
WG ----- Green color LED with white color Lens
WA ----- Amber color LED with white color Lens
WS ----- Blue color LED with white color Lens
CR ----- Red color LED with Clear color Extended Round Lens
CG ----- Green color LED with Clear color Extended Round Lens
CA ----- Amber color LED with Clear color Extended Round Lens
CW ----- White color LED with Clear color Extended Round Lens
CS ----- Blue color LED with Clear color Extended Round Lens
CPW ----- Pure White color LED with Clear color Extended Round Lens

X: Additional letter(s) and/or digit(s) (May be followed),
for manufacturer control, may employ hyphens in various locations. Not affected to safety aspects.
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Transformer for use in HW Series Pilot Light with transformer type:
HW-F  (100/110 V, 115 V, 120 V, 200/220 V, 230 V, 240 V, 380 V, 400/440 V, 480 V AC, IP2X)
HW-R  (100/110 V, 115 V, 120 V, 200/220 V, 230 V, 240 V, 380 V, 400/440 V, 480 V AC)
HW-M  (100/110 V, 115 V/120 V, 200/220 V, 230 V/240 V AC)

Applicable Lamp: 
LED lamp: 5 V to 240 V
Incandescent lamp: 6 V to 30 V

Operator units to be employed when assembling the Pilot Lights with transformer type or resistor type or 
capacitor type;

            
             I II III IV V VI VII  

I Series HW

II Bezel shape
1 ----- Round
2 ----- Square
3 ----- Round with square
4 ----- Round, metal type

III Operator function
P ----- Pilot light

IV Lens shape
1 ----- Flush
2 ----- Extended

V  Operator units 
                          0 ----- Operator units

VI Body type
                          None Body with finger protection transformer type

0 ----- Body screw-up terminal transformer type
J ------ Short-body type

VII Lens color 
0 ----- Without lens unit
R ----- Red
G may be followed by D or L ----- Green 
Y ----- Yellow
A ----- Amber
W ----- White
S ----- Blue 

Terminal Unit (Pilot Light Unit), Operator Unit, Washer, Locking Ring, these may be shipped separately.
If the full type designation of the above is abbreviated on the product, it appears on the shipping package.
The type designation of the above may be followed by the suffix which denotes manufacturer control No. (Any 
alphanumeric, nine digits max).
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